
* Larger sizes and custom configurations available upon request. 

In general, a PRD is strongly recommended for all pipes 10/10S and thinner walled.

Have questions? Need more information? Call the USA Industries Engineering Team—we’re here to help.

• NEVER EXCEED THE MAXIMUM RATED PRESSURE OF THE LOWEST RATED COMPONENT IN THE SYSTEM.

• DATA IS SUBJECT TO CHANGE. Consult manufacturer to verify that this document is the latest release.

GSXL 

OUTBOARD RETRACTION BLOCKING (ORB)

ISOLATION & TEST PLUG 

3 6 ” - 4 8 ”  S P E C I F I C A T I O N S

Nominal 

Pipe Size 

(in)

W.T. Range 

(in)
Part Number

Tool 

Diameter 

(in)

Pipe ID 

Range* 

(in)

Approx.

Tool 

Weight

(lbs)

Torque Range   

(ft-lbs)

Comp. 

Hex Nut 

Socket 

Size 

(in)

Fill Port 

Thread

Back 

Pressure 

Vent 

Thread

Back 

Pressure 

Rating 

(PSI)

O.A.L.

(in)

E.B.L. 

Energized

Body

Length
Norm  Max.

36

.375 - .750 GSSTXL-I-S-3600-0750WT 34.125 34.5-35.25 3,250

250 600 1-7/8 2 MNPT 1 MNPT 3,000 38.50 31.63
.875 - 1.250 GSSTXL-I-S-3600-1250WT 33.125 33.5-34.25 3,150

1.375 - 1.750 GSSTXL-I-S-3600-1750WT 32.125 32.5-33.25 2,800

1.875 - 2.250 GSSTXL-I-S-3600-2250WT 31.125 31.5-32.25 2,700

42

.375 - .750 GSSTXL-I-S-4200-0750WT 40.125 40.5-41.25 4,400

250 600 1-7/8 2 MNPT 1 MNPT 2,500 38.50 31.63
.875 - 1.250 GSSTXL-I-S-4200-1250WT 39.125 39.5-40.25 4,300

1.375 - 1.750 GSSTXL-I-S-4200-1750WT 38.125 38.5-39.25 3,950

1.875 - 2.250 GSSTXL-I-S-4200-2250WT 37.125 37.5-38.25 3,850

48

.375 - .750 GSSTXL-I-S-4800-0750WT 46.125 46.5-47.25 5,450

250 600 1-7/8 2 MNPT 1 MNPT 2,000 38.50 31.63
.875 - 1.250 GSSTXL-I-S-4800-1250WT 45.125 45.5-46.25 5,350

1.375 - 1.750 GSSTXL-I-S-4800-1750WT 44.125 44.5-45.25 5,200

1.875 - 2.250 GSSTXL-I-S-4800-2250WT 43.125 43.5-44.25 5,000
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